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SpeedView™ Traffic Computer

INSTRUCTIONS:
To start study, turn power ON.,
To end study, fum power OFF.
To download study, insert memory stick.
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SpeedView:

Traffic Data Analysis System

Built upon the unique operating characteristics of MPH’s newest Ranging
Radar, the DS-4, SpeedView accurately counts individual vehicles once and only
once. No other radar-based traffic computer offers SpeedView’s accuracy without
the use of road tubes. SpeedView’s ample memory can hold more than a year’s
worth of traffic data.




SpeedView~ Package
e SpeedVieww Traffic Computer
e SpeedVieww Analysis Software
e USBflash drive for downloading Traffic Computer

e USB cable and wall transformer (used for set up)

e Traffic Computer and Analysis User’s Guides

SpeedVieww Traffic Computer
e Size:4in.x6in. x1.5in.
e Powered directly from the MPH Sign or Trailer
e 8MB of storage (more than 1 year’s worth of data)

o Stores vehicle information at a preset range

: e Measures vehicles only in a selected direction
Speed GuardianwF

Sign e Measures each vehicle once without duplication
e Data is summarized in 5 minute increments
e Data file information (in each 5 minute increment)
> Number of vehicles in each 5 mph range
> Median vehicle speed

> Total vehicles

> Maximum speed observed

Speed Monitor- F SpeedView Analysis Software

Sign e Analyzes SpeedView files without altering original data
e Runs in Microsoft Excel (Version 2002 to 2007)
e Simple menu-driven analysis
= e Compiles tables and graphs of study data
lN oy M e Prints data and copies charts to other programs for reporting
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